MAXIMUM PAY LIMITS FOR GRANULAR FILL
ROCK SURFACI

MAXIMUM PAYMENT DEPTH FOR
TRENCH EXCAVATION - D+900 mm
FINISHED ROCK CUT SLOPE FOR ROCK ACTUALLY REMOVED

PAYMENT
fe———LIMITS FOR TRENCH EXCAVATION
AND BEDDING MATERIAL
AFTER ROADWAY EXCAVATION. AND FOR GRANULAR FILL -

; - - ; ; - - MINIMUM EXCAVATION LIMITS D+600 mm.
<. 9 300 CEMENT RUBBLE MASONRY FOR
FULL WIDTH OF TRENCH OPENED.
THE CEMENT RUBBLE MASONRY
: SHALL BE COMPOSED OF ROCK
OF THE SAME APPEARANCE AS
g C.M. PIPE ELBOW CEMENT RUBBLE MASONARY OR SIMILAR TO, THE ADJACENT
E tLa TYPE Il INSTALLATION /=2 - 75 mm WEEP HOLES :
© D- DIA. CIRCULAR PIPE Do o haovE Top oF PR H o Ay oo o
. OR PIPE ARGH OF o FOR ROCK ACTUALLY REMOVED B
% EQUIVALENT HORIZONTAL Lo 9 TYPE IINSTALLATION C.M. PIPE
T SPAN - BACKFILL WITH BEDDING MATERIAL
" Cen AN ADDITIONAL 0.15H
- - MAXIMUM PAYMENT -
N WIDTH = D+1200 mm MINIMUM ACCEPTABLE DIMENSIONS
— 0.25H FOR ROCK ACTUALLY FOR DEPTH AND WIDTH = D+600 mm (EACH)
.- REMOVED FOR TRENCH
. q EXCAVATION, GRANULAR
FILL AND CEMENT GRANULAR FILL
PRESHAPE BEDDING MATERIAL TO 0.10H RUBBLE MASONRY.
\\ PRIOR TO INSTALLING PIPE C.M. PIPE ELBOW
VERTICAL PAYMENT LIMIT BEDDING MATERIAL - 100_mm _
FOR TRENCH EXCAVATION AND IN EARTH AND 300 mm MIN. SECTION A-A
BEDDING MATERIAL IN ROCK

TYP'CAL C.M. PlPE |NSTALLAT|ONS ROCK REMOVED BEYOND THE MAXIMUM PAYMENT LIMITS SHOWN ABOVE
E WITH CEMENT RUBBLE
BEDDING FOR CULVERTS IN_ROCK SLOPE SHALL B REPLACED AT THC CONIRACTORS. EXPEISE WITH CEUENT RUD
N ON THE PLANS. THE PAYMENT LINES MAY, HOWEVER, BE MODIFIED
INSTALLATION WHERE GRANULAR FILL IS NOT USED ?go‘gO\NC\DE WITH NATURAL FAULTS OR FISSURES OF THE ROCK AS THE
ENGINEER MAY DETERMINE.

PAYMENT
fe———LIMITS FOR TRENCH EXCAVATION 900 MINIMUM
AND BEDDING MATERIAL

r INSTALLATION WITHOUT
CULVERT END ONLY TO BE
300 USED OVER ROCK FILL, ETC.

CATCH BASIN SLOPE OF PIPE TO BE

GOVERNED BY OQUTLET

CONDITIONS.
O INSTALLATION WITH
. CULVERT END
& s GROUND LINE FOR DIMENSIONS OF C.M.P.
« : ELBOW SEE DETAL "A"
& .- TYPE IlINSTALLATION
ROCK FILL /
Y D= DIA CIRCULAR PIPE BACKFILL WITH BEDDING MATERIAL - MIN. SLOPE_0.52
C i CRCULAR P CL TO 300 mm ABOVE TOP OF PIPE
z .
e . TYPE | INSTALLATION
¥ BACKFILL WITH BEDDING MATERIAL 600 mm COUPLING OR
' < AN ADDITIONAL 0.15H 260 mm MN LOCKING BAND 600 mm COUPLING OR
— ‘ RIPRAP TO BE WITH CONNECTOR RINGS 260 mm MIN. LOCKING
- 1 INSTALLED AS (SEE DETALS “A" AND 'B") BAND (SEE DETAL "B")
- 0.5 NECESSARY.
TYPICAL APPLICATIONS OF

S . = PRESHAPE_BEODING MATERIAL TO_0.10% C.M.PIPE ELBOW ON A HIGH FILL DETAIL "A"
C.M.P. ELBOW AND COUPLING

100 mm BEDDING MATERIAL
GRANULAR FILL VERTICAL PAYMENT LIMIT

FOR TRENCH EXCAVATION
VERTICAL PAYMENT LIMIT

FOR BEDDING MATERIAL DEPTH VARIES AS DETERMINED
BY THE ENGINEER

NOTE:
ALL DIMENSIONS ARE IN MILLIMETERS (mm) EXCEPT AS NOTED.

BEDDING FOR CULVERTS

BAND 260

CONNECTING
BAND

INSTALLATION WHERE GRANULAR FILL IS USED TABLE 1 pj
CONNECTOR RINGS
PIPE LENGTH
DIAMETER OF RING :
(i) (i IMIERI RN
300 1320
375 1550 TYPICAL C.M. PIPE INSTALLATIONS IN
450 1800 EARTH AND ROCK SLOPES AND
525 2030 CIRCUMFERENTIALLY CONNECTOR ALTERNATE BEDDING FOR GULVERTS
600 2290 CORRUGATED ENDS RING
750 2750
900 3250
1050 3730 RODS: 11 mm DIAMETER ELECTRO-GALVANIZED WITH 152 mm LENGTH OF 13 mm ROLLED
1200 4220 THREADS EACH END OR EQUIVALENT, FURNISHED CURVED, TO FIT PIPE. SEE TABLE 1.

LUGS: DOUBLE TAKE UP, CAST IRON, ELECTRO-GALVINIZED.
THE COUPLER FASTENING DEVICE SHALL NOT INTERFERE WITH INSTALLATION OF

CONNECTOR RINGS.
DETAL "B"
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